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USE
DIRECTIVES

K4.3

CARATTERISTICHE TECNICHE / TECHNICAL SPECIFICATIONS

pressione di esercizio / working pressure 10 bar

temp. di esercizio / working temperature +70°C (max +90°C)

rif. norme / reference standard DIN EN 13828

CERT

ATTENZIONE:
Le istruzioni sottostanti sono relative al 
montaggio del collettore multi-intercetta-
zione K4.3 per impianti sanitari.

WARNING:
The instructions below are for the installa-
tion of the multi-distribution manifold and 
inspectable box K4.3 for sanitary installa-
tions. 

AVVERTENZE:
• Non installare il collettore K4.3 in caso 

di dubbio circa la compatibilità del rac-
cordo di connessione con l’impianto.

• Assicurarsi che il collettore abbia un’a-
deguata portata per l’utilizzo previsto.

• Installare il collettore K4.3 in confor-
mità alle norme vigenti nel paese di 
utilizzo. 

• Ogni danneggiamento al collettore 
K4.3 o ad una qualunque parte dello 
stesso rende necessaria la sostituzio-
ne immediata.

• Ogni alterazione o manomissione di 
qualunque parte del collettore K4.3 
porta alla cessazione immediata della 
garanzia.

TECO s.r.l. non si assume nessuna respon-
sabilità per errori dovuti ad un’installa-
zione non corretta del collettore o alla 
mancata interpretazione di questo foglio 
istruzioni.

WARNINGS:
• Do not install the manifold K4.3 in case 

of incompatibility between connec-
tions.

• Be sure the manifold has the proper 
flow rate, given its final application.

• Install the manifold K4.3 in accordance 
with existing local and National Regu-
lations as well as best customs and 
practice.

• Any damage to the manifold K4.3 or 
to any of its components, shall require 
the manifold substitution.

• Any alteration executed to the manifold 
K4.3 or any of its components, leads to 
the product warranty to cease.

TECO S.r.l. does not take any responsibility 
for the product mis-use or for the missing 
interpretation of the present instruction 
sheet.
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ORIZZONTALE
HORIZONTAL

Posizione Installazione / Installation position

Applicazione placca di chiusura 
Assembly of the external covering plate
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Muratura / Walling

 min. 8 cm

Intonaco / Coat

 1.5 cm

Filo Scatola
Wire Box

PROFONDITÀ INCASSO  
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